Overview:

¢ Leading manufacturer of waste heat

desalination plants for 60 years.

* Produces potable drinking water and high-quality distilled water.

* Completely packaged units for minimum

field installation.

* Rugged oilfield skids with surface preparation
and coatings suitable for marine environment.

* Hazardous Area Classification options.

* Offers both plate type and tubular type evaporators.

* Spare parts also available.

* Supported by MECO 24-hour customer service.

* Backed by warranty.

Product Highlights:

e Superior Design

e Evaporators available in single-stage and two-stage configurations

for reduced load applications.

* Simple operation utilizing a single brine eductor, distillate pump

and control panel.

* MECO Plate Distillers — “MPD” units have titanium plates and

stainless steel evaporator shell.

*Unique plate design specifically for distillers enables cleaning

without removing plates & variations of capacity with the addition of plates.

e Ease of access and maintenance with removable evaporator head.

¢ Corrosion resistant materials, including:

» 90/10 copper nickel
» Titanium

» Inconel

» Monel

¢ Design Details

* Galvanized rigid steel conduit

MPD?

MPD13

MPD23

MPD35

MPD60

e Stainless steel airlines .
Capacity 530-1,321GPD | 1,850-3,170GPD | 2,642-6,605GPD | 72925-9,250GPD | 10,568- 15,850 18,500- 26,420
* Integrated control and Range (2-5m3/May) | (7-12m3/Day) | (10-25m3/Day) | (30-35m3/Day) | (40-60m3/Day) |(70- 100 m3/Day)
instrument panel
«TEFC motors Sea Water Required 24.5-86 GPM 86— 123 GPM 123-308GPM 370-493GPM 555 - 740 GPM 863- 1,233 GPM
@ 60 psig. (4 Bar)* | (5.6-19.6m3/Hr) | (19.6-28m3/Hr) | (28-70m3/Hr) | (84-112m3/Hr) | (126—168m3/Hr) | (196-280m3/Hr)
Jacket Water Flow 17544 GPM 66— 123 GPM 105255 GPM 317 - 440 GPM 396-660GPM | 770-1,276 GPM
(87 psig./6 Bar Max)**|  (4-10m3/Hr) (15—28 m3/Hr) (24-58m3/Hr) | (72—100m3/Hr) | (90—150m3/Hr) | (175 —290 m3/Hr)
Energy** 62— 160 kW 217 —360 kW 310 750 kW 910-1,080kW | 1,220-1,850kW | 2,150 3,700 kW
Dimensions 2.9x1.9x3.2 3.2x3.2'x46 3.2x3.2'x49 3.9x4.2'x59 72'x3.9x6.9 85x5.5%6.9
(LxWxH) (0.9x06x1M) (1x1x14M) (1x1x1.5M) (1.2x13x1.8M) | (22x1.2x21M) | (26x1.7x2.1M)
Weight (Dry) 1,1001b. (500 kg) | 1,8701b.(850kg) | 1,8701b.(850kg) |2,2001b.(1,000kg) [2,850 Ib. (1,295 kg) {4,200 Ib. (1,900 kg)
Connections™** ) ) ., ) ) )
(Sea Water Inlet) 12 22 3 4 6 6
Jacket Water 1y 21/ 3 2 & &
° Inlet & Outlet
® Brine Outlet 112" 2y 2Y2 4 6" 6"

* Based on standard seawater, 36,000 ppm TDS @ 77 F/25C
** Average operating load
*#* 150 # ANSI Flange Connections (DIN Flanges are available]
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