
Galvanized rigid steel conduit 
 
Stainless steel airlines 
 
Integrated control and instrument panel 
 
TEFC motors 

Side entry piping on RO pressure vessels allows for easier 
cleaning and removal of membranes when the need arises. 
 
Integral cleaning system with pump, tank and instrumentation. 
 
Product water sample ports facilitate troubleshooting and allow 
probing of pressure vessels to isolate membrane problems. 
 
Cross flow exceeds manufacturers recommended. 
 
Conservative flux rates. 

Leading manufacturer of reverse osmosis 
desalination plants for 35 years. 
 
Produces potable drinking water. 
 
Completely packaged units for minimum 
field installation.  
 
Rugged oilfield skids with surface preparation 
and coatings suitable for marine environment.  
 
Hazardous Area Classification options. 
 
Offers multiple pass systems for higher 
water quality. 
 
Spare parts also available. 
 
Offers custom system designs. 
 
Supported by MECO 24-hour customer 
service. 
 
Backed by warranty. 

Design Details

Superior Design
Product Highlights: 

Overview: 
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20,000 GPD 

76.3 m3/Day 

56 GPM 

12.7 m3/Hr 

35 HP/ 25 kW 

168” x 48” x 60” 

425 x 120 x 150  (cm) 

4000 lb/1800 kg  

Feed – 3” 

Permeate–1½” 

Reject – 2” 

15,000 GPD 

57.2 m3/Day 

42 GPM 

9.5 m3/Hr 

25 HP/ 19 kW 

144” x 48” x 60” 

360 x 120 x 150  (cm) 

2500 lb./1135 kg 

Feed – 2” 

Permeate – 1” 

Reject – 1 ½” 

10,000 GPD 

38.2 m3/Day 

28 GPM 

6.4 m3/Hr 

16 HP/ 11.9 kW 

144” x 48” x 60” 

360 x 120 x 150  (cm) 

2400 lb./1100 kg 

Feed – 1 ½” 

Permeate – 1” 

Reject – 1” 

7,500 GPD 

28.3 m3/Day 

20.8 GPM 

4.7 m3/Hr 

15 HP/ 11.2 kW 

144” x 48” x 60” 

360 x 120 x 150  (cm) 

2000 lb./900 kg 

Feed – 1 ½” 

Permeate – 1” 

Reject – 1” 

5,000 GPD 

21.8 m3/Day 

16 GPM 

3.6 m3/Hr 

10 HP/ 7.5 kW 

61” x 40” x 48” 

155 x 100 x 122  (cm) 

860 lb./390 kg 

Feed – 1 ½” 

Permeate – 1” 

Reject – 1” 

3,000 GPD 

11.3 m3/Day 

8.3 GPM 

1.9 m3/Hr 

5 HP/ 3.7 kW 

61” x 40” x 48” 

155 x 100 x 122  (cm) 

580 lb./264 kg 

Feed – ¾” 

Permeate – ½” 

Reject – ¾” 

1,500 GPD 

5.7 m3/Day 

4.2 GPM 

0.95 m3/Hr 

3 HP/ 2.2 kW 

61” x 40” x 48” 

155 x 100 x 122 (cm) 

580 lb./264 kg 

Feed – ¾” 

Permeate – ½” 

Reject – ¾” 

Capacity 

Seawater Required* 

(45 psig. / 3 Bar) 

Power 

Dimensions 

(L x W x H)** 

Weight (Dry) 

 

Connections*** 

MMRO20000 MMRO15000 MMRO10000 MMRO7500 MMRO5000 MMRO3000 MMRO1500 Model 

* Based on standard seawater, 36,000 ppm TDS @ 77˚F / 25˚C 
** Based on basic unit, does not include media filter, carbon filter or cyclone separator. Inches and centimeters. 
*** 150 # Flanged Connections 

Marine Reverse Osmosis Plants


